
Day-Night Switch Range Page

Retro fits for 100W or less LSTH

NEMA Fittings NEMA / Zodion

12V systems LR5

Extended warranty Zodion

General purpose LUNA / GT / GTi / LS

Square Shape HDAD

Discrete, conduit or internal mount LR100

Switch
rating

Max Load
(VA) *

Max Load (W)
(Reactive
loads)**

LED load
(W) ***

Load Example (MAX)

0.5A 110 55 72
2 x 40W incandescent lamps / 4

x 18W LED modules.

10A 2200 1100 1430
14 x 100W Floodlights ; 1kW

Motor

15A 3300 1650 2145
20 x 100W Floodlights ; 1.5kW

Motor

20A 4400 2200 2860
28 x 100W Floodlights ; 2.2kW

Motor

25A 5500 2750 3575 3.0kW Motor

DAY-NIGHT SWITCHES

Which day-night switch do you need? 

Day-night switch | Daylight Switch | Sunset Switch | PECU | Photoelectric cell unit

Load Recommendations

*These load ratings are okay if they are purely resistive loads, which is highly unlikely. Motor
Startup power factors can be as low as 20%

** PF 50% (inductive load) | ***LED Load (downgraded for inrush current)

DAY-NIGHT SWITCHES
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Rated at 15A, Resistive Load

Nominal Voltage: 230VAC 

Fail-on circuitry 

Extra large MOV for surge protection

Mounting Options: 

25mm Conduit Coupler

20mm Cable Gland (supplied)

Wall-mounting Bracket (supplied)

20 second time delay to eliminate nuisance switching

Switch on @ 60lux - Switch off @ 90Lux

3-year warranty

WARRANTY
3-YEAR

Quick
Click
Base

Luna
~The Grey One~

15A DAY-NIGHT SWITCH

SA MANUFACTURED DAY-NIGHT SWITCHES

DAY-NIGHT SWITCHES

LUNA

Superior 
Surge

Protection 
Easiest
Install

Load-
Shedding
Resistant

26mm

ACTUAL 
TERMINAL

SIZE
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Nominal Voltage: 230VAC Rated at 20A Resistive

Load

20mm conduit entry + gland included

30 second time delay eliminating nuisance switching 

Switch on @ 60lux - Switch off @ 90lux

Patented indicator light to show Power is on

Bracket or conduit mount

2-year warranty

Fail-on circuitry

Nominal Voltage: 230VAC 

Rated at 15A Resistive Load 

20mm conduit entry + gland included

30 second time delay to eliminate nuisance switching

Switch on @ 60lux - Switch off @ 90lux

Bracket or conduit mount

2-year warranty

Fail-on circuitry

Nominal Voltage: 230VAC

LS20C - Blue Housing - 15A

LS10C - Orange Housing - 10A

20mm conduit entry

30 second time delay to eliminate

nuisance switching

Switch on @ 60lux - Switch off @ 90Lux

Bracket or conduit mount

2-year warranty

Fail-on circuitry

GTI DAY-NIGHT SWITCH

GT DAY-NIGHT SWITCH

MATELEC LS RANGE: LS20C AND LS10C

SA MANUFACTURED DAY-NIGHT SWITCHES

DAY-NIGHT SWITCHES
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Rated at 15A

Resistive Load

Nominal Voltage: 230VAC 

Fail-on circuitry 

20mm male conduit entry + mounting bracket

included

30 second time delay to eliminate nuisance

switching

Switch on @ 60lux - Switch off @ 90Lux

Discrete Switch

2-year warranty

Small discrete switch used

inside housing for switching

of small loads

0.5A rated - 100W or less

Cut-out: 10mm

1-year warranty

LR100

LSTH LONG & SHORT

SA MANUFACTURED DAY-NIGHT SWITCHES

DAY-NIGHT SWITCHES
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3-pin NEMA Switch

Current Rating: 15A (Resistive)  

30 second time delay to eliminate

nuisance switching

UV stable housing 

Fail-on circuitry

Fits most municipal specs

Switch on @ 60lux - Switch off @ 90Lux

Cost-effective and Local

2 year warranty

3-pin NEMA Switch Socket

Current Rating: 10A (Resistive)

Manufactured from Nylon

Supplied with gasket and weather cap

for outdoor use 

Mounting: lock-nut and mounting

bracket

20mm Male conduit entry

Designed in Australia

Current Rating: 15A

IP Rating: 65 

Adjustable Lux Level

Can be set to a 6-hour time function

to switch off after 6 hours for energy

saving - eg Parks and Public Areas

MATELEC NEMA SWITCH

MATELEC NEMA BASE

HDAD SQUARE DAY-NIGHT SWITCH

SA MANUFACTURED DAY-NIGHT SWITCHES

DAY-NIGHT SWITCHES
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Nominal Voltage: 230V 

Switch on @ 5lux - Switch off @ 50lux (adjustable)

1-year warranty

MATELEC IMPORTED SWITCHES

15A 25A

LR 5 - 12V 

12V DC Input power

Can switch both 230V AC

and DC loads 

       (12V and 24V) 

Rated: 10A 

Fail-on circuitry 

IP54

Red Slimline 

Black with Protruding

Sensor

DAY-NIGHT SWITCHES

12V SWITCHES 

Please note that the imported
10A day-night switch has

been discontinued. Should
you require a 10A switch,
Matelec's LS10C locally

produced switch is a perfect
alternative. 
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